FEMREFEEMHARLA

Antac Label Material Co.,Ltd.

%85 %N

R b ]
Technical Data Sheet (TDS)
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Product Code

o g
X436-9 i:jiﬂﬁﬁf S0#ME HPT /AT AR /80g I b 3
. 50# matte white PI/Solvent adhesive/80g white glassine
Description

P

Product Structure

WE HPI Matte white PI

A Solvent adhesive
807¢ (. M&hi¥ 80g white glassine

i1y g JRAR
Surface Material Release Liner
Material PI Material SO0TEME P AR 80g glassine release linear
Description Description
JE-EE (um) B (um)
Thickness 7045 Thickness 1045
L (g/mr) TLE (g/m")
Weight 112410 Weight 80+t5
Cﬁ@. M H Matte white B At White
olor Color
FTERERE AERRRSM IR, SEITEWIITEIREZR12-14, FTEEMT, TobITEIPLE S FEN N AL
K
Adhesive
TiH HAE B A PR
Test Item Typical Data Unit Test Methods
KRR CIF: 24 / /
Adhesive Removeable Solvent
EE
Thickness 2543 un /
K&
Adhesion 400+100 gf/25mm FTM1
HTEHIRE T
Loop Tack 500.0 gf/25mm FTM9
£yl
Holding Force =24 H FTI8
BRI E
Lowest Paste 10 C /
Temperature
FRHERE
Application —407300 T /
Temperature
LAPRHEEE S R, AR, MRS & e RIS =K.
Suitable for every printing methods.
Y 2. EATIRITHRS, HERMEH SRR .
S A Suitable for TTR printing model, suggest print with resin ribbon.
A lu.ggets. 3. RHAERHRLE, REMFHTRSIT MR, BEGH R SKMSERE 8,
pplications With special surface, have high printing performance and excellent anti—solvent.
4. T M T iR &R T EE AR R .
Widely used in High-Temperature Barcode Printing tracing Identification.
o R FE23 + 2 CHIB0 L BUREAEXH B EREI T, =N, ER, BLRERENHELES, WEE—F.

Store Condition

Keep indoor, aeration. Avoid high humidity and direct sunlight. Keep one year in 23+2°C and 50+ 5%RH
humidity.
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Y Disclaimer: all of above description and data are based on the Antac’s testing results and application
Note experience of products and raw materials, not on the guarantee of application environment after
products are saled. Customers need to test in actual application environment, to assess whether the
products are conformed to requirements. Antac is responsible for quality in standard company quality
and corresponding national regulations.
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